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The aim of this work was to characterized by means of Monte Carlo simulation, the radiation
field produced by a kilovoltage cone beam computed tomography (CBCT) unit integrated
in the Elektar Synergyr linear accelerator. The work was carried out using the Monte
Carlo EGSnrc/BEAMnrc. Eight collimator cassettes were simulated. The simulation was
based on technical specifications and target geometric details of the X-ray tube and fil-
ters provided by Elektar (Crawley, UK) under confidentiality agreement. Were obtained
spectral distributions, fluence profiles and percentage depth doses curves of each simulated
cassettes. Remarkable results: a) an increase in the average energy with increasing FOV
(for the same collimator aperture), b) 95% of the bremsstrahlung photons generated in the
target are absorbed by the filtration cone, c) of the 5% coming out from the system, 90% did
not suffer from any interaction, neither with filters nor collimators and d) fluences profiles
(maximum for cassettes comprising the largest FOV) are consistent with a pronounced heel
effect originating appreciable differences in the surface dose.

Introduction

The simulation package used in this work is the EGSNRC/BEAMNRC code system [REF-
ERENCIAR] version V4.2.3.2. Calculations were carried out on a Linux dual core Intel CPU
T7500 with Ubuntu 12.04 with 3.2.0-35 kernel, GCC compiler version 4.6.3, and GFORTRAN
version 4.6.3. The rotating anode x-ray was simulated with the XTUBE component module
CM. Tube specifications including target design, material composition and density, and fil-
tration systems were obtained from the manufacturer Dunleer Philipsr, Aurora, Ilinois,
USA.

Figure 1: Schematic simulation
of the Elekta XVI unit

The electron beam impinging on the target was simulated
as a parallel rectangular source incident from the side
with a monochromatic energy of 120 keV. According to the
manufacturer specifications we simulated a 0.04 cm wide
and 0.08 cm long focal spot size. The tube’s filtration cone
components were simulated using the FLATFILT CM with
16 different layers. The following collimator cassettes have
been modeled with PYRAMIDS CM: S20, L20, L10, L2, M20,
M10, M2, and MV15.
The simulation of the Elekta XVI beamline was split into
two parts. First the tube housing was simulated and a
phase space PHSP file recording energy, position, and
directional cosines of particles crossing the back of the
filtration cone was generated at 6.45 cm from the source.
Second the PHSP file was used as input to the simulation
of the rest of the beamline, including the collimator and
filter cassette. In this second simulation the PHSP file
was rotated to reproduce the 3.5°tilt of the tube housing
see Fig. 1. A second PHSP file was then generated for
each insert at 100 cm from the source, and used for the
subsequent simulations of dose distribution in water.
In order to increase accuracy when simulating x-ray

tubes using BEAMNRC we have changed the value of the boundary tolerance param-
eter BDY_TOL from the default 1 × 10−5 to 5 × 10−7, as recommended by Ali and
Rogers[2].Simulation efficiency was also increased using directional bremsstrahlung split-
ting DBS in the BEAMNRC simulations of the tube housing with a splitting number of
20 × 103 and a splitting radius of 35 cm at 100 cm SSD. Photoelectron angular sampling,
Rayleigh scattering, atomic relaxations, spin effect, and electron impact ionization were
also included in the simulations. Rayleigh data were generated with the PEGS4 code sys-
tem for all the materials used in this work. The energy thresholds for secondary particle
creation AE, AP and energy cutoff ECUT, PCUT for particle transport were set to AE=
ECUT= 0.521 MeV for electrons and AP = PCUT= 0.01 MeV for photons.

Material and Methods

It has carried out a successful simulation unit XVI as a basis for further research that
addresses issues such as individualized dose distribution in patients undergoing CBCT.
It would be desirable to quantify the impact of the choice of the cassette in the dose
deposition in the patient (by modifying the mean energy and number of photons impacting
volume) during clinical imaging (where the arc sweep either collimator could offset the
differences detected in a fixed beam irradiation).

Conclusions
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Figure 2: Distribution for the z position of the
last site of interaction for photons for the S20
collimator cassette.

Zlast distributions
Analyzing the data produced by the MC
modeling of the x-ray tube, we found that
95% of the bremsstrahlung photons produced
in the tungsten target are absorbed by the
filtration cone. Only 1% of the photons reach
the exit of the unit through the collimation
system. Figure 2 shows the distributions for
the z position, along the central axis of the
unit, of the last site of interaction for pho-
tons for the S20 collimator cassette. It can
be noted that 90% of the photons that exit the
unit had their last interaction in the target.
The remaining component 10% is scattered
from other elements of the beam line.

Figure 3: Mean energy of the radiation beams
for XVI collimators cassettes. Absolute errors
are also reported.

Mean energy
The mean energy was calculated from PHSP
files on a square region centered in the cen-
ter of the radiation field at 100 cm from the
source. It can be noted that the mean energy
increases when having different fields of view
(FOV) for same size of collimator aperture.
This is because the beam is harder off axis
due to two reasons:

1. Increased filtration of the beam by the target
in the anode direction, filtering the beams
intense part, which has the less energetic
photons.

2. Hell efect increases filtration towards anode.

Figure 4: Energy fluence profiles

Energy fluence profiles
In Fig. 4 the energy fluence profiles for the
S, M, and L collimator series and for the
MV15X15 collimator cassette are shown for
the X direction. The beam hardening effect
for three of the XVI radiation beams is very
visible. It can be noted that M15X15 collima-
tor has fewer fluence energy by incident par-
ticle, because it is collimator with smallest
aperture, therefore, it is pierced by a smaller
number of photons.

Figure 5: Spectrum distributions for the ra-
diation beams defined by a selected number
of XVI collimator cassettes.

Spectral distribution
Figure 5 depicts the spectral distribution for
S20, M20 and L20 collimators. As expected
the lower energy photons are removed from
the X-ray beam, producing a relative beam
hardening. Furthermore K series charac-
teristic radiations can be observed in 57-59
keV and 67-69 keV. The integral under curves
should be related to the number of photons
that reach surface of irradiated volume and
hence the dose deposited in it. Experimental
measurements using TLD-100 on the surface
of a cylindrical volume irradiated with differ-
ent collimation cassettes corroborate our hy-
pothesis. In fact, the surface dose obtained
with cassettes L20 is about 17% less than
that obtained with the S20 cassette.

Figure 6: Distribution of depth dose
PDD for S20 collimator, error bars for
data are comparable to the symbol size
and therefore not added to the graphs in
this case.

PDD
Distribution normalized depth dose PDD for sim-
ulation S20 collimator is shown in figure (8), is
shown attached to the simulation obtained by
Spezi [1], the agreement of both simulations is
appreciated.
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